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Horizontal brace with truss rod may be N . 2.4 m (89
used as an alfernate to a diagonal brace R N N | 03m Hcr\zonfé:n“broce with Gate panel M
Tension wires < Line post  grgce- N 9.5 mm (%" steel truss . B
7 I/ ace~ (|)_¢ rods (Gqfe post /Ver‘ﬂcal stay // Latch post
. F | a n 4 P A
,Diagonal brace < 4 } T A |
RIS e =) H \ 3t
““f§§}§§§§§3§§§‘:‘:" || €y 7 F r — Diagonal brace or
S o0 =i - horizontal brace
33 — |l 1russ yd with truss rods
Li rods /
* I I I i\ : I
S 77 ES RIS t 414
— . AE 50 mm ) i
» @" Cir 7]
L 0.9 m (370 l
o3 m 3m L 3m | at Gate post I 3Im
1 im0 (10" (107 | Gate A (10
Lﬂﬂ»*ﬂ’(ﬁT Not less than 3 times Line posts at 300 m (1000") maximum Type CL-L2 = .22 m (48") fabric Length as specified
maximum cross section of post intervals braced and trussed in both Type CL-L.8 .83 m (72") fabric
with minumim of 200 mm (8") directions except that this bracing and
g . "y i trussing may be omitted when the
0.75 m (2’-6" for fabric less than .53 m (60") high ook '
0.90 m (3-0" for fabric 153 m (60" and over fabric is streched by the equipment. GATE POST
END AND CORNER POST ASSEMBLY FEN AT NOMINA
0.75 m (2-6" for fabric less than 153 m (60" high FENCE. s OMINAL PER METER
0.90 m (3'-0") for fabric 1.53 m (60" and over (WEIGHT PER FOOT)
Up thru 65 mm 7.37 kg
1.83 m (67 @Y™ (4.95 Ibs)
TYPICAL MEMBER DIMENSIONS (See Notes) over 183 m 67 | 100 mm 16.06 kg
FENCE LINE POSTS END, LATCH & CORNER POSTS BRACES 183 m (g | Thru 366 m (120} (4" (0.79 Ibs.
d less
HEIGHT ROUND H ROLL ROUND ROLL FORMED ROUND H ROLL FORMED an Over 3.66 m (129 | 125 mm 276 kg
0 FORMED D [ b ] 0 thru 5.49 m (18 | (5" (14:62 1bs)
1.83 m (6 [ 40 mm | 48 mm x 41 mm | 48 mm x 4l mm [ SO mm [ 89 mm x 89 mm| 5l mm x 44 mm | 32 mm (38 mm x 33 mm| 4 mm x 32 mm |44 mm x 32 mm ,
& less (12" %" x 1%™ %" x 1%" 2" (32" x 3™ " x 134" Ve | vt x 1% | %" x o 1Y/ (1" x 114" 2;5: ?‘3‘22 :2'3)) 150 mm 28.23 kg
Over 50 mm [ 57 mm x 51 mm |5 mm x 44 mm | 63 mm [ 89 mm x 83 mm |63 mm x 63 mm| 32 mm |38 mm x 33 mm| 4 mm x 32 mm (44 mm x 32 mm Max " (18.97 Ibs)
1.83 m (6" 2" 24" x 2" " x 1Y (25" (315" x 35" 2Y2" x 2Y" Ve | O x 1% (%" x 14" (" x 14"
Up thru 80 mm 1.28 kg
1.83 m (6" (3™ (7.58 Ibs)
Raw Over 1.83 m (67 | 125 mm 2176 kg
thru 3.66 m (129 (5") (14.62 Ibs)
Over
.83 m (6"
e 150 mm 6" NOTES Over 3.66 m (127 | 150 mm 28.23 kq
o I itieg 1 \ thru 549 m (18 | (6" (18.97 Ibs)
as specified or . The above table shows examples of post and brace sections which may comply
shown on with fthe Specifications. ov ”
o er 5.49 m (18
detail plans, . . ) . thru 7.32 m (249 ZOO”mm 42.49 kg
see Note 6 2. Sections shown in the tables must also comply with the strength requirements Max (8" (28.55 Ibs)
and other provisions of the Specifications.
N . . N . Above post dimensions and masses are minimums.
3. Other sections which comply with the strength requirements and other Larger sizes may be used on approval from the
provisions of the Specifications may be used on approval of the Engineer. Engineer.
4. Options exercised shall be uniform on any one project.
HIGHWAY STATE OF CALIFORNIA
5. Dimensions shown are nominal. DEPARTMENT OF TRANSPORTATION
OTHER FREEWAYS
HIGHWAYS 6. Offset to be 0.60 m (2'-0") at monument locations, measured at right angles CHAIN LINK FENCE

FENCE LOCATION

to R/W lines. Taper to achieve offset to be at least 6 m (209 long.

These "Standard Plans for Construction of Local Streets and Roads" contain units in two
systems of measurement: International System of Units (SI or "metric") and United States
Standard Measures shown in the parentheses (). The measurements expressed in the
two systems are not necessarily equal or interchangeable. See the "Foreword" at the
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beginning of this publication.
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